












NDC Minerals and Bulk Materials Applications 

Industry Sector Moisture Application Areas

Ceramics & Clay  ball clay, refractory clay, china clay (kaolin), spray dried ceramic powders, red clay spray dried ceramic powders, 
clay for roofing tiles

Fibers and Polymers  cellulose acetate tow, yarn or chips, glass fiber chips, nylon granules, rubber crumb, PVC powder

Nitrocellulose  nitrocellulose chips, nitrocellulose with nitroglycerine

Minerals ‒ mining 
bauxite (aluminum oxide), calcium fluoride (fluorspar), copper concentrate, copper ore powder or granules, 

copper tailings, crushed dolomite (calcium magnesium carbonate), gold ore, gypsum (calcium sulphate), ilmenite, 
kaolin granules, molybdenum sulphide, peat, phosphates, refined potash, potassium fluoride, powdered talc

Minerals ‒ industrial 
ash (power station and fly ash), coke breeze (powdered), crushed or powdered coal, milled furnace slag, 

raw sinter mix, sinter mix (mixture of iron ore + coke breeze + limestone) [not pure iron ore], 
Laponite, bentonite (Wilkinite)

Minerals ‒ building and construction 
materials  cement meal, concrete mixes, roofing tile chips, washed sand, sand for roofing tiles

Industrial Textiles  cotton: Input ‒ prebaling ‒ pre-ginning, neoprene rope, rayon fiber, textile fibers, wool

Wood & Cellulose Products  cellulose pulp sheet, cork chips and sheet, paper fiber pulp, particle board, fiber board, OSB, sawdust, 
wheat straw, wood veneers, woodchips (frozen or unfrozen), wood fiber

Organic Waste & Biofeed  sewage sludge

Other  lead acid battery paste

Applications

Measurement Ranges and Calibration
Recognizing that there can be no such instrument as a "generic" moisture, the 
CM710e is supplied with a factory pre-calibration which covers the required 
moisture range. The pre-calibrations are based on our extensive applications 
engineering history and are designed to require the minimum of adjustment to 
achieve agreement with your laboratory primary reference technique.

The GaugeToolsXL software provided simplifies this process by enabling 
comparison of instrument values with laboratory results and features the 
following tools or functionality: 

► Instrument Set-up and Calibration
► Product Management (Product Settings)
► Displays of Measurement and other Key Parameters
► Data Logging and Data Trending & Export
► Diagnostic Functions
► OPC Server (optional)

Thanks to their Ethernet connectivity, in many instances, the instruments can 
be interrogated and communicated with via the internet to provide diagnostics, 
updates and other support functionality. 

Comprehensive applications engineering  
for high performance process measurements

MINERALS AND BULK MATERIALS APPLICATIONS

For applications in chemicals and pharmaceuticals, 
consult the Chemicals and Pharmaceuticals brochure.

Measured by Commitment



MINERALS AND BULK MATERIALS APPLICATIONS

Measured by Commitment

NDC Technologies is represented in over 60 countries worldwide.  www.ndc.com 

In line with its policy of continuous improvement, NDC reserves the right to revise or replace its 
products or services without prior notice. The information contained in this document may not 
represent the latest specification and is for indicative purposes only.

Combining industry-best performance and reliability 
with a global support structure 

Company overview

NDC Technologies Inc.
Tel: +1 626 960 3300
Email: info@ndc.com

NDC Technologies Ltd
Tel: +44 1621 852244
Email: enquiries@ndc.com

NDC Technologies sa
Tel: +32 4 239 90 10
Email: sales@ndcinfrared.be

NDC Beta LaserMike
Tel: +1 937 233 9935
Email: sales@betalasermike.com

NDC China
Tel: +86 20 2887 3860
Email: info@ndcinfrared.com.cn

NDC Japan
Tel: +81 3 3255 8157
Email: ndcjapan@ndc.com

NDC Germany
Tel: +49 1801 977112
Email: ndcgermany@ndc.com

NDC Italy
Tel: +39 0331 454 207
Email: ndcitaly@ndc.com

NDC Singapore
Tel: +65 91994120 
Email: apacsales@ndc.com

NDC India
Tel: +91 9890800697
Email: ndcindia@ndc.com

NDC Technologies, headquartered in Irwindale, California, designs, develops and produces 
a wide range of process measurement and control instrumentation for a broad scope of 
manufacturing industries.  

NDC has manufacturing facilities in California, Dayton, Ohio and Maldon, UK, with centers of 
excellence at each of these locations including Loncin, Belgium. In addition, there are direct 
sales and support facilities in China, Japan, France, Germany and Italy. There is also a highly 
trained network of Sales and Service distribution channels in more than 60 countries around  
the world.

NDC Technologies is structured to serve its key industry segments with two distinct business 
units:

►  Food, Bulk and Packaging  
In packaging, NDC provides basis weight, thickness, coat weight and moisture measurement 
and control systems for a diverse array of applications in the converting and film extrusion 
industries and also provides solutions for customers in nonwovens and calendering.

For the food and bulk industries, NDC delivers both on-line and at-process analyzers for the 
measurement of key constituents such as moisture, fat, oil and protein. NDC’s broad spectrum 
of measurement solutions are used in the food, chemicals, minerals building materials, 
pharmaceutical and tobacco industries.

►  Cable, Metals and Tubing 
In the steel and aluminium industries, NDC offers advanced solutions for the measurement  
of thickness, width, flatness, edge shape, coatings, and length and speed of sheet and long 
casted products.

NDC serves the wire, cable, fiber optic, pipe and tube industries with a broad portfolio  
of on-line and off-line measurement and control solutions for the dimensional monitoring of 
diameter, ovality, wall thickness, eccentricity, length and speed, and other parameters.
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